
TECHNICAL FEATURES

•	Advanced graphic display on touch screen
•	Available in 6, 9, 12, 16 zone versions
•	Waterproof connection to 220 Volts
•	 Backup battery
•	 Integrated radio connection to Fliwer system
•	 Sensor/flowmeter port
•	 Master valve/pump port
•	 Hard transparent plastic cover

Unique controller for 6, 9, 12 or 16 stations. 
Can work in traditional stand-alone 
timer mode or be managed with artificial 
intelligence when connected to a link in the 
Fliwer system. Clear, user-friendly settings 
and graphic display. 

S-DIAL (Smart Dial)
 

 24 VAC OUTDOOR

PROGRAMMING 

Timer mode
•	 4 independent programs
•	 2 starting times per program
•	 Running times: 1 - 240 minutes per station
•	 Remaining irrigation time is indicated
•	 Complete program settings summary screen
•	 Watering schedule:

- By 7-day calendar with individual day selection
- By cycle with watering intervals from once every hour  
   to once every 99 days

•	 Freeze program function
•	 Sensor connection, programmable per connection
•	 Master valve/pump port can be enabled or disabled by 

station
•	 Advanced manual start:

- By customized durations on stations
- By same duration for all stations
- By programs

Fliwer mode
•	 Infinite functionalities provided by Fliwer platform:

- Guided by artificial intelligence
- Remote-controlled by user

•	 Advance manual start:
- By customizing durations for stations
- By same duration for all stations
- By programs

S-Dial Program Summary

S-Dial Cover

S-Dial Programs

24 VAC CONTROLLER




